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SC-CER231051

ISO 9001 CERTIFIED
Our products are made according to SAE 
J534, DIN 71412, DIN 3404 and DIN 3405 
standards. Our quality management 
system is focused on continuous improve-
ment to assure our products meet the pro-
duct standard requirements and/or the 
customer speci�cations for special appli-
cations.
We are ISO 9001 certi�ed company. Our 
Quality System for production process 
ensures the same quality standards for 
every product we produce.



With over 40 years of experience producing Grease Fittings, cou-
plers, lubrication accessories and brake system bleeders.
Located near Medellín in Marinilla Antioquia, Colombia – South 
America, Golden Hawk Industries is a company focused, and dedica-
ted to the manufacturing of Grease Fittings for the international 
markets.
Our products are made out of high quality steel grade AISI 12L14 
and stainless steel 303 - 316 series. Steel balls made from Steel grade 
AISI 1015 and AISI 420 stainless steel series to prevent contamina-
tion. Grease �ttings are hardened to prevent premature wear, with 

trivalent zinc �nish (All free of Cr6) to prevent 
corrosion.

Lubrication Components is a company dedicated to the distri-
bution of high quality grease �ttings, couplers, accessories and 
screw brake bleeders manufactured by Golden Hawk Industries.
Located in Miami Fl., it is sta�ed by professionals that will help 
you �nd the right product for your needs.
At lubrication Components we are committed to prepare and 
ship orders within 24 hours.
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PRODUCTS INDEX

 

American Pipe Threads

American Pipe Threads
Pages 8 - 11

Thread 1/4 x 28 SAE LT (SAE J534) - Page 8 
Thread 1/8 x 27 PTF (SAE J534) - Page 9
Thread 1/8 x 27 NPT (DIN 71412) - Page 10
Thread 1/4 x 28 SAE LT (DIN 71412) - Page 10
Thread 1/4 x 18 PTF (SAE J534) -  Page 11

Thread Forming Fittings
Pages 11-13

1/4 X 28 Thread Forming (SAE J 534) - Pages 11 -13
1/4 x 27 Thread Forming (SAE J 534) - Page 13  

UNF Threads
Page 14

Thread 5/16 x 24 UNF - Page 14
Thread  3/8 X 24 UNF - Page 14
Thread 1/4 x28 UNF - Page 14

Metric Threads
Pages 15   -19

Thread (SAE J534) - M6 X 1.0 - Page 15
Thread (SAE J534) - M8 X 1.0 / M8 X 1.25 - Page 15
Thread (SAE J534) - M8 X 1 - Page 16
(DIN 71412) - Thread M5 X 0.8 - Page 17
(DIN 71412) - Thread  M6 X 0.75 / M6 X 1.0 - Page 17
(DIN 71412) - Thread M6 X 1.0 / M7 X 1.0 - Page 18
(DIN 71412) - Thread M8 X 1.0 / M8 X 1.25 - Page 18
(DIN 71412) - Thread M12 X 1.0 / M12 X 1.5 - Page 19

Drive Fittings
Pages 20 - 22 SAE J534 - Pages 20 - 21

DIN 71412 - Pages 21 - 22

Flush Type Grease Fitting
Page 23 Flush Type - Page 23

Button Head Grease Fittings
Pages 24 - 25

American Pipe Threads - DIN 3404 - Page 24
BSP Thread - Page 24
Metric Threads - DIN 3404 - Page 24 - 25

STAINLESS STEEL GREASE FITTINGS

Pages 27 - 28

Thread 1/4 x 28 SAE LT (SAE J534) - Page 27
Thread 1/8 x 27 PTF (SAE J534) - Page 28
Thread 1/4 x 28 SAE LT (DIN 71412) Page 28
Thread 1/4 x 18 PTF (SAE J534) Page 28

American Pipe Threads
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STAINLESS STEEL GREASE FITTINGS

Metric Threads
Pages 29-34

(SAE J534) - Thread M6 X 10 - Page 29
(SAE J534) - Thread  M8 X 1.25 - Page 29
(SAE J534) - Thread  M8 x 1.0 - Page 30
(SAE J534) - Thread  M10 x 1.0 - Page 30
(DIN 71412) - Thread M5 X 0.8 - Page 31
(DIN 71412) - Thread M6 X 1.0 / M8 X 1.0 - Page 31
(DIN 71412) - Thread  M8 X 1.0 /M8 X 1.25 - Page 32
(DIN 71412) - Thread M10 X 1.0 / M10 X 1.25 / M10 X 1.5 - Page 33
(DIN 71412) - Thread M12 X 1.0 / M12 X 1.5 - Page 34

Drive Type Grease Fittings
Page 34

Drive Type Grease Fittings - Page 34

Flush Type Grease Fitting
Page 35

Flush Type Grease Fitting - Page 35

Button Head Grease Fittings
Page 35 Metric Thread DIN 3404 - Page 35

Relief Fittings
Page 37

American Pipe Threads - Page 37
Drive Fitting - Page 37

Bleeders Screw
Pages 38 - 39

Metric Bleeders - Page 38
Standard Bleeders - Page 39

Elbow Adapters
Pages 39 - 40

Standard Adapters Tread 1/4 x 28 SAE LT - Page 39
Standard Adapters Tread 1/8 x 27 PTF - Page 40
Standard Adapters Tread 7/16 - 27 UNS - 2A - Page 40
Metric Thread Adapters - Page 40

Grease Plugs
Page 41

Thread 1/4 x 28 SAE LT - Page 41
1/4 x 28 Thread Forming - Pag 41 

Assortment Grease 
Fitting Kits
Page 42

Standard Thread GHA901 - Page 42
Metric Size GHA902 - Page 42 
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AMERICAN  PIPE  THREADS THREAD 1/4 X 28 SAE LT (SAE J534)

THREAD 1/4 x 28 SAE LT (SAE J534)
A. 15/16" 
B. 19/64"
C. 13/64"
Hex size. 3/8"
Material. 12L14
Zinc Finish. Yellow/Clear
Type. 45°

GH3011

THREAD 1/4 x 28 SAE LT (SAE J534)
A. 3/4" 
B. 13/64"
C. 5/32"
Hex size. 3/8"
Material. 12L14
Zinc Finish. Yellow/Clear
Type. 90°

THREAD 1/4 x 28 SAE LT (SAE J534)
A. 35/64" 
B. 3/16"
C. 7/64"
Hex size. 5/16"
Material. 12L14
Zinc Finish. Yellow/Clear
Type. Straight

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH

THREAD 1/4 x 28 SAE LT (SAE J534)
A. 11/16" 
B. 11/32"
C. 13/64"
Hex size. 5/16"
Material. 12L14
Zinc Finish. Yellow/Clear
Type. Straight

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH

GH1068

THREAD 1/4 x 28 SAE LT (SAE J534)
A. 1-5/8" 
B. 1"
C. 13/64"
Hex size. 5/16"
Material. 12L14
Zinc Finish. Yellow/Clear
Type. Straight

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH

THREAD 1/4 x 28 SAE LT (SAE 
J534)
A. 15/16" 
B. 5/8"
C. 13/64"
Hex size. 5/16"
Material. 12L14
Zinc Finish. Yellow/Clear
Type. Straight

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH

THREAD 1/4 x 28 SAE LT (SAE 
J534)
A. 1-1/8" 
B. 25/32"
C. 13/64"
Hex size. 5/16"
Material. 12L14
Zinc Finish. Yellow/Clear
Type. Straight

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH

THREAD 1/4 x 28 SAE LT (SAE J534)
A. 13/16" 
B. 13/64"
C. 9/64"
Hex size. 3/8"
Material. 12L14
Zinc Finish. Yellow/Clear
Type. 45°

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

GH2510

THREAD 1/4 x 28 SAE LT (SAE J534)
A. 25/32" 
B. 19/64"
C. 13/64"
Hex size. 3/8"
Material. 12L14
Zinc Finish. Yellow/Clear
Type. 65°

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

GH3014

THREAD 1/4 x 28 SAE LT (SAE J534)
A. 27/32" 
B. 19/64"
C. 7/32"
Hex size. 3/8"
Material. 12L14
Zinc Finish. Yellow/Clear
Type. 90°

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

The ¼”x28 SAE-LT Taper Threads should be 
assembled into ¼”x28 UNF class 3B, straight 
threaded hole with a mínimum of 75% thread 
height.
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THREAD 1/8 X 27 PTF (SAE J534)AMERICAN  PIPE  THREADS

GH1007 GH1010 GH1069

THREAD 1/8 x 27 PTF (SAE J534)
A. 21/32" 
B. 9/32"
C. 3/16"
Hex size. 7/16"
Material. 12L14
Zinc Finish. Yellow/Clear
Type. Straight

THREAD 1/8 x 27 PTF (SAE J534)
A. 1-1/4" 
B. 25/32"
C. 7/32"
Hex size. 7/16"
Material. 12L14
Zinc Finish. Yellow/Clear
Type. Straight

THREAD 1/8 x 27 PTF (SAE J534)
A. 1-3/4" 
B. 1-1/4"
C. 7/32"
Hex size. 7/16"
Material. 12L14
Zinc Finish. Yellow/Clear
Type. Straight

GH1511

THREAD 1/8 x 27 PTF (SAE J534)
A. 29/32" 
B. 19/64"
C. 7/32"
Hex size. 7/16"
Material. 12L14
Zinc Finish. Yellow/Clear
Type. 30°

GH1018

THREAD 1/8 x 27 PTF (SAE J534)
A. 1" 
B. 5/16"
C. 5/16"
Hex size. 1/2"
Material. 12L14
Zinc Finish. Yellow/Clear
Type. Straight (female thread)

GH2088

THREAD 1/8 x 27 PTF (SAE J534)
A. 55/64" 
B. 19/64"
C. 7/32"
Hex size. 7/16"
Material. 12L14
Zinc Finish. Yellow/Clear
Type. 45°

GH2512

THREAD 1/8 x 27 PTF (SAE J534)
A. 55/64" 
B. 19/64"
C. 7/32"
Hex size. 7/16"
Material. 12L14
Zinc Finish. Yellow/Clear
Type. 65°

GH3013

THREAD 1/8 x 27 PTF 
(SAE J534)
A. 27/32" 
B. 19/64"
C. 7/32"
Hex size. 7/16"
Material. 12L14
Zinc Finish. Yellow/Clear
Type. 90°

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH (F)

HEX. SIZE

A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

HEX. SIZE

A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH

HEX. SIZE
A. OVERALL LENGTH 
B. SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

HEX. SIZE

A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH

The 1/8”x27 PTF should be 
assembled into 1/8”x27 
NPT threaded hole.
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THREAD 1/8 X 27 NPT (DIN 71412)AMERICAN  PIPE  THREADS

H1 1/8 x 27

THREAD 1/8 x 27 NPT (DIN 71412)
A. 17 mm
B. 7 mm
C. 5.5 mm
Hex size. 11 mm
Material. 12L14
Zinc Finish. Yellow/Clear
Type. Straight

H2 1/8 X 27

THREAD 1/8 x 27 NPT (DIN 71412)
A. 25 mm
B. 6.5 mm
C. 5.5 mm
Hex size. 11 mm
Material. 12L14
Zinc Finish. Yellow/Clear
Type. 45°

H3 1/8 X 27

THREAD 1/8 x 27 NPT (DIN 71412)
A. 20 mm
B. 6.5 mm
C. 5.5 mm
Hex size. 11 mm
Material. 12L14
Zinc Finish. Yellow/Clear
Type. 90°

THREAD 1/4 X 28 SAE LT (DIN 71412)
H1 ¼ x 28 H2 ¼ x 28

THREAD 1/4 x 28 SAE LT (DIN 71412)
A. 13.5 mm 
B. 4.5 mm
C. 3 mm
Hex size. 7 mm
Material. 12L14
Zinc Finish. Yellow/Clear
Type. Straight

THREAD 1/4 x 28 SAE LT (DIN 71412)
A. 23 mm 
B. 5.5 mm
C. 4 mm
Hex size. 9 mm
Material. 12L14
Zinc Finish. Yellow/Clear
Type. 45°

THREAD 1/4 x 28 SAE LT (DIN 71412)
A. 18 mm 
B. 5.5 mm
C. 4 mm
Hex size. 9 mm
Material. 12L14
Zinc Finish. Yellow/Clear
Type. 90°

H3 ¼ x 28

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
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THREAD FORMING FITTINGS

1/4 x 28 THREAD FORMING (SAE J534)
A. 9/16" 
B. 13/64"
C. 7/64"
Hex size. 5/16"
Material. 12L14
Zinc Finish. Yellow/Clear
Type. Straight

GH1038 GH1079

1/4 x 28 THREAD FORMING (SAE J534)
A. 1" 
B. 5/8"
C. 13/64"
Hex size. 5/16"
Material. 12L14
Zinc Finish. Yellow/Clear
Type. Straight

GH1091

1/4 x 28 THREAD FORMING (SAE J534)
A. 1/2" 
B. 5/32"
C. 3/32"
Hex size. 7 mm
Material. 12L14
Zinc Finish. Yellow/Clear
Type. Straight

1/4 x 28 THREAD FORMING (SAE J534)

GH3030

THREAD 1/4 x 18 PTF (SAE J534)
A. 13/16" 
B. 17/64"
C. 7/32"
Hex size. 9/16"
Material. 12L14
Zinc Finish. Yellow/Clear
Type. 90°

THREAD 1/4 X 18 PTF (SAE J534 )AMERICAN  PIPE  THREADS

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

GH1027

THREAD 1/4 x 18 PTF (SAE J534)
A. 7/8" 
B. 27/64"
C. 5/16"
Hex size. 9/16"
Material. 12L14
Zinc Finish. Yellow/Clear
Type. Straight

GH2030 GH2729

THREAD 1/4 x 18 PTF (SAE J534)
A. 1- 7/64" 
B. 11/32"
C. 9/32"
Hex size. 9/16"
Material. 12L14
Zinc Finish. Yellow/Clear
Type. 45°

THREAD 1/4 x 18 PTF (SAE J534)
A. 31/32" 
B. 11/32"
C. 9/32"
Hex size. 9/16"
Material. 12L14
Zinc Finish. Yellow/Clear
Type. 67.5°

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
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GH1020

1/8 x 27 THREAD FORMING (SAE J534)
A. 5/8" 
B. 15/64"
C. 9/64"
Hex size. 7/16"
Material. 12L14
Zinc Finish. Yellow/Clear
Type. Straight

GH2024

1/8 x 27 THREAD FORMING (SAE J534)
A. 55/64" 
B. 19/64"
C. 7/32"
Hex size. 7/16"
Material. 12L14
Zinc Finish. Yellow/Clear
Type. 45°

GH2522

1/8 x 27 THREAD FORMING (SAE J534)
A. 25/32" 
B. 13/64"
C. 9/64"
Hex size. 7/16"
Material. 12L14
Zinc Finish. Yellow/Clear
Type. 65°

GH3023

1/8 x 27 THREAD FORMING 
(SAE J534)
A. 49/64" 
B. 13/64"
C. 9/64"
Hex size. 7/16"
Material. 12L14
Zinc Finish. Yellow/Clear
Type. 90°

GH2053

1/4 x 28 THREAD FORMING (SAE J534)
A. 51/64" 
B. 3/16"
C. 5/32"
Hex size. 3/8"
Material. 12L14
Zinc Finish. Yellow/Clear
Type. 45°

GH3054

1/4 x 28 THREAD FORMING 
(SAE J534)
A. 3/4" 
B. 13/64"
C. 5/32"
Hex size. 3/8"
Material. 12L14
Zinc Finish. Yellow/Clear
Type. 90°

1/4 x 28 THREAD FORMING (SAE J534)THREAD FORMING FITTINGS

THREAD FORMING FITTINGS 1/8 X 27  THREAD FORMING (SAE J534)

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

The ¼”-28 SPL Special taper 
threads makes its own 
thread on soft metals.
The recommended hole size 
is 0.231”-0.235”.

The 1/8”-27 SPL Special taper threads makes its own 
thread on soft metals.
The recommended hole size is 0.373”-0.380”.
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UNF THREADS

GH1710

UNF THREADS - THREAD 3/8 X 24 UNF
A. 5/8" 
B. 15/64"
C. 9/64"
Hex size. 7/16"
Material. 12L14
Zinc Finish. Yellow/Clear
Type. Straight

GH1745

UNF THREADS - THREAD 3/8 X 24 UNF
A. 1- 1/16" 
B. 19/64"
C. 7/32"
Hex size. 7/16"
Material. 12L14
Zinc Finish. Yellow/Clear
Type. 45°

GH1790

UNF THREADS - THREAD 3/8 X 24 UNF
A. 27/32" 
B. 19/64"
C. 7/32"
Hex size. 7/16"
Material. 12L14
Zinc Finish. Yellow/Clear
Type. 90°

THREAD 3/8 x 24 UNF

GH1011

UNF THREADS - THREAD 5/16 X 24 UNF 
A. 9/16" 
B. 5/32"
C. 5/64"
Hex size. 3/8"
Material. 12L14
Zinc Finish. Yellow/Clear
Type. Straight

GH1012

UNF THREADS - THREAD 5/16 X 24 UNF 
A. 11/16" 
B. 1/4"
C. 5/32"
Hex size. 3/8"
Material. 12L14
Zinc Finish. Yellow/Clear
Type. Straight

GH2045

UNF THREADS - THREAD 5/16 X 24 UNF 
A. 59/64" 
B. 13/64"
C. 5/32"
Hex size. 9 mm
Material. 12L14
Zinc Finish. Yellow/Clear
Type. 45°

UNF THREADS - THREAD 5/16 X 24 UNF 
A. 23/32" 
B. 19/64"
C. 7/32"
Hex size. 9 mm
Material. 12L14
Zinc Finish. Yellow/Clear
Type. 90°

GH3090

UNF THREADS THREAD 5/16 X 24  UNF

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

THREAD 1/4 X 28  UNF
GH1092

UNF THREADS - THREAD 1/4 X 28 UNF
A. 33/64" 
B. 5/32"
C. 3/32"
Hex size. 7 mm
Material. 12L14
Zinc Finish. Yellow/Clear
Type. Straight

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
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METRIC THREADS THREAD -  M6 X1.0 (SAE J534)

GH6000

METRIC THREADS (SAE J534)
A. 39/64"
B. 15/64"
C. 5/32"
Hex size. 7 mm
Material. 12L14
Zinc Finish. Yellow/Clear
Type. Straight

GH6045

METRIC THREADS (SAE J534) -  M6 x 1.0
A. 31/32"
B. 13/64"
C. 5/32"
Hex size. 9 mm
Material. 12L14
Zinc Finish. Yellow/Clear
Type. 45°

GH6090

METRIC THREADS (SAE J534) -  M6 x 1.0
A. 45/64"
B. 13/64"
C. 5/32"
Hex size. 9 mm
Material. 12L14
Zinc Finish. Yellow/Clear
Type. 90°

THREADS M8 x 1.0 / M8 x 1.25 ( SAE J534)

GH8000

METRIC THREADS (SAE J534) -  M8 x 1.0 
A. 21/32"
B. 15/64"
C. 5/32"
Hex size. 9 mm
Material. 12L14
Zinc Finish. Yellow/Clear
Type. Straight

GH8000 x 1.25

METRIC  THREADS (SAE J534) -   M8 x 1.25
A. 21/32"
B. 15/64"
C. 5/32"
Hex size. 9 mm
Material. 12L14
Zinc Finish. Yellow/clear
Type. Straight

GH8045

METRIC THREADS (SAE J534) -  M8 x 1,0 
A. 31/32"
B. 13/64"
C. 5/32"
Hex size. 9 mm
Material. 12L14
Zinc Finish. Yellow/Clear
Type. 45°

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE
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GH8090

METRIC  THREADS (SAE J534) - M8 x 1,0 
A. 45/64"
B. 13/64"
C. 5/32"
Hex size. 9 mm
Material. 12L14
Zinc Finish. Yellow/Clear
Type. 90°

GH9000

METRIC  THREADS (SAE J534) - M10 x 1.0
A. 21/32"
B. 15/64"
C. 5/32"
Hex size. 11 mm
Material. 12L14
Zinc Finish. Yellow/Clear
Type. Straight

GH9045

METRIC  THREADS (SAE J534) -  M10 x 1.0
A. 59/64"
B. 13/64"
C. 5/32"
Hex size. 11 mm
Material. 12L14
Zinc Finish. Yellow/Clear
Type. 45°

 THREAD M10 X 1.0 - (SAE J534)

GH9090

METRIC  THREADS (SAE J534) -  M10 x 1.0
A. 3/4"
B. 13/64"
C. 5/32"
Hex size. 11 mm
Material. 12L14
Zinc Finish. Yellow/Clear
Type. 90°

METRIC THREADS  THREAD  M8 X 1.0 - (SAE J534) 

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE
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THREAD M5 X 0.8 -  (DIN 71412)
H1 M5 x 0.8

METRIC  THREADS (DIN 71412) -  M5 X 0.8
A. 13.5 mm 
B. 4.5 mm
C. 3 mm
Hex size. 7 mm
Material. 12L14
Zinc Finish. Yellow/Clear
Type. Straight

THREAD M6 X 0.75/ M6 X 1.0 -  (DIN 71412)
H1 M6 x 0.75

METRIC THREADS (DIN 71412) - M6 X 0.75
A. 15 mm 
B. 6 mm
C. 4 mm
Hex size. 7 mm
Material. 12L14
Zinc Finish. Yellow/Clear
Type. Straight

H1 M6 x 1

METRIC THREADS (DIN 71412) -  M6 X 1.0
A. 15 mm 
B. 6 mm
C. 4 mm
Hex size. 7 mm
Material. 12L14
Zinc Finish. Yellow/Clear
Type. Straight

H1 M6 x 1 HEX. 9

METRIC THREADS (DIN 71412) -  M6 x 1.0
A. 20.5 mm 
B. 6 mm
C. 4 mm
Hex size. 9 mm
Material. 12L14
Zinc Finish. Yellow/Clear
Type. Straight

H1 M6 x 1 ZAL 3.5

METRIC THREADS (DIN 71412) - M6 x 1.0
A. 13 mm 
B. 4 mm
C. 3 mm
Hex size. 7 mm
Material. 12L14
Zinc Finish. Yellow/Clear
Type. Straight

METRIC THREADS (DIN 71412) - M6 x 1.0
A. 18 mm 
B. 9 mm
C. 8.5 mm
Hex size. 7 mm
Material. 12L14
Zinc Finish. Yellow/Clear
Type. Straight

H2 M6 x 1

METRIC THREADS (DIN 71412) - M6 X 1.0
A. 23 mm 
B. 5.5 mm
C. 4 mm
Hex size. 9 mm
Material. 12L14
Zinc Finish. Yellow/Clear
Type. 45°

H1 M6 x 1 GL 8.5

METRIC THREADS

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE
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H3 M6 x 1

METRIC THREADS (DIN 71412) -  M6 X 1.0
A. 18 mm 
B. 5.5 mm
C. 4 mm
Hex size. 9 mm
Material. 12L14
Zinc Finish. Yellow/Clear
Type. 90°

 H1 M8 x 1

METRIC THREADS (DIN 71412) -  M8 X 1.0
A. 16 mm 
B. 6 mm
C. 4 mm
Hex size. 9 mm
Material. 12L14
Zinc Finish. Yellow/Clear
Type. Straight

METRIC THREADS (DIN 71412) - M8 X 1.25
A. 16 mm 
B. 6 mm
C. 4 mm
Hex size. 9 mm
Material. 12L14
Zinc Finish. Yellow/Clear
Type. Straight

H1 M8 x 1.25

  THREADS M6 X 1.0 / M7 X 1.0 - (DIN 71412)METRIC THREADS

H1 M7 x 1

METRIC THREADS (DIN 71412) - M7 X 1.0
A. 15 mm 
B. 6 mm
C. 4 mm
Hex size. 9 mm
Material. 12L14
Zinc Finish. Yellow/Clear
Type. Straight

H2 M7 x 1

METRIC THREADS (DIN 71412) - M7 X 1.0
A. 23 mm 
B. 5.5 mm
C. 4 mm
Hex size. 9 mm
Material. 12L14
Zinc Finish. Yellow/Clear
Type. 45°

THREADS  M8 X 1.0 / M8 X 1.25 -  (DIN 71412) 

H2 M8 x 1

METRIC THREADS (DIN 71412) -  M8 X 1.0
A. 23 mm 
B. 5.5 mm
C. 4 mm
Hex size. 9 mm
Material. 12L14
Zinc Finish. Yellow/Clear
Type. 45°

H2 M8 x 1.25

METRIC THREADS (DIN 71412) -  M8 x 1.25
A. 23 mm 
B. 5.5 mm
C. 4 mm
Hex size. 9 mm
Material. 12L14
Zinc Finish. Yellow/Clear
Type. 45°

H3 M8 x 1

METRIC THREADS (DIN 71412) -  M8 x 1.0
A. 18 mm 
B. 5.5 mm
C. 4 mm
Hex size. 9 mm
Material. 12L14
Zinc Finish. Yellow/Clear
Type. 90°

H3 M8 x 1.25

METRIC THREADS (DIN 71412) - M8 x 1.25
A. 18 mm 
B. 5.5 mm
C. 4 mm
Hex size. 9 mm
Material. 12L14
Zinc Finish. Yellow/Clear
Type. 90°

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE
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METRIC THREADS

H2 M12 x 1

METRIC THREADS (DIN 71412) - M12 X 1.0
A. 27 mm 
B. 5.5 mm
C. 4 mm
Hex size. 14 mm
Material. 12L14
Zinc Finish. Yellow/Clear
Type. 45°

 THREADS M12 X 1.0 / M12 X 1.5 - (DIN 71412) 

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

H2 M12 x 1.5

METRIC THREADS (DIN 71412) -  M12 X 1.5
A. 28 mm 
B. 7 mm
C. 5.5 mm
Hex size. 14 mm
Material. 12L14
Zinc Finish. Yellow/Clear
Type. 45°

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

H3 M12 x 1.5

METRIC THREADS (DIN 71412) - M12 x 1.5
A. 23 mm 
B. 7 mm
C. 5.5 mm
Hex size. 14 mm
Material. 12L14
Zinc Finish. Yellow/Clear
Type. 90°

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

H3 M12 x 1

METRIC THREADS (DIN 71412) -  M12 x 1.0
A. 21 mm 
B. 5.5 mm
C. 4 mm
Hex size. 14 mm
Material. 12L14
Zinc Finish. None
Type. 90°

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

H1 M12 x 1

METRIC THREADS (DIN 71412) - M12 X 1.0
A. 16 mm 
B. 6 mm
C. 4 mm
Hex size. 14 mm
Material. 12L14
Zinc Finish. Yellow/Clear
Type. Straight

H1 M12 x 1.5

METRIC THREADS (DIN 71412) -  M12 X 1.5
A. 17.5 mm 
B. 7.5 mm
C. 5.5 mm
Hex size. 14 mm
Material. 12L14
Zinc Finish. Yellow/Clear
Type. Straight

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
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GH2054GH3054

DRIVE TYPE GREASE FITTINGS

GH8000 x 1.25 SS

GHD1005

GH1 M6 x 1

GHD1005 (NO BALL CHECK)

GHD1019 (NO BALL CHECK) GHD1028

GHD1043 GHD1052 (NO BALL CHECK) GHD1081 (NO BALL CHECK)

GHD1099 (NO BALL CHECK)

DRIVE FITTINGS (SAE J534)
A. 15/32"
B. 11/64"
D. 3/16"
Major Diameter. 5/16"
Material. 12L14
Zinc Finish. Yellow/Clear
Type. Straight

DRIVE FITTINGS (SAE J534)
A. 15/32"
B. 11/64"
D. 3/16"
Major Diameter. 5/16"
Material. 12L14
Zinc Finish. Yellow/Clear
Type. Straight

DRIVE FITTINGS (SAE J534)
A. 1/2"
B. 13/64"
D. 3/16"
Major Diameter. 5/16"
Material. 12L14
Zinc Finish. Yellow/Clear
Type. Straight

GHD1006

DRIVE FITTINGS (SAE J534)
A. 35/64"
B. 1/4"
D. 5/16"
Major Diameter. 3/8"
Material. 12L14
Zinc Finish. Yellow/Clear
Type. Straight

GHD1008

DRIVE FITTINGS (SAE J534)
A. 15/32"
B. 5/32"
D. 1/8"
Major Diameter. 5/16"
Material. 12L14
Zinc Finish. Yellow/Clear
Type. Straight

DRIVE FITTINGS (SAE J534)
A. 17/32"
B. 1/4"
D. 3/16"
Major Diameter. 5/16"
Material. 12L14
Zinc Finish. Yellow/Clear
Type. Straight

DRIVE FITTINGS (SAE J534)
A. 35/64"
B. 1/4"
D. 1/4"
Major Diameter. 11/32"
Material. 12L14
Zinc Finish. Yellow/Clear
Type. Straight

DRIVE FITTINGS (SAE J534)
A. 15/32"
B. 1/8"
D. 1/4"
Major Diameter. 11/32"
Material. 12L14
Zinc Finish. Yellow/Clear
Type. Straight

DRIVE FITTINGS (SAE J534)
A. 35/64"
B. 1/4"
D. 1/4"
Major Diameter. 11/32"
Material. 12L14
Zinc Finish. Yellow/Clear
Type. Straight

DRIVE FITTINGS (SAE J534)
A. 35/64"
B. 1/4"
D. 5/16"
Major Diameter. 3/8"
Material. 12L14
Zinc Finish. Yellow/Clear
Type. Straight

GHD2092

DRIVE FITTINGS (SAE J534)
A. 53/64"
B. 7/32"
D. 3/16"
Hex size. 3/8" 
Material. 12L14
Zinc Finish. Yellow/Clear
Type. 45°

SAE J534

For 3/16” Drill For 3/16” Drill For 3/16” Drill

For 5/16” Drill For 1/8” Drill

For 3/16” Drill

For 1/4” Drill
For 1/4” Drill For 1/4” Drill

For 5/16” Drill For 3/16” Drill

MAJOR DIAMETER
A: OVERALL LENGTH
B: SHANK LENGTH
D: DRILL DIAMETER

MAJOR DIAMETER
A.OVERALL LENGTH 
B.SHANK LENGTH
D: DRILL DIAMETER

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. SHANK DIAMETER
α. ANGLE

MAJOR DIAMETER
A: OVERALL LENGTH
B: SHANK LENGTH
D: DRILL DIAMETER

MAJOR DIAMETER
A: OVERALL LENGTH
B: SHANK LENGTH
D: DRILL DIAMETER

MAJOR DIAMETER
A: OVERALL LENGTH
B: SHANK LENGTH
D: DRILL DIAMETER

MAJOR DIAMETER
A: OVERALL LENGTH
B: SHANK LENGTH
D: DRILL DIAMETER

MAJOR DIAMETER
A: OVERALL LENGTH
B: SHANK LENGTH
D: DRILL DIAMETER

MAJOR DIAMETER
A: OVERALL LENGTH
B: SHANK LENGTH
D: DRILL DIAMETER

MAJOR DIAMETER
A: OVERALL LENGTH
B: SHANK LENGTH
D: DRILL DIAMETER

MAJOR DIAMETER
A: OVERALL LENGTH
B: SHANK LENGTH
D: DRILL DIAMETER
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22

DIN 71412

GHD2092L GHD5546078

GHD5546078 (NO BALL CHECK)

DRIVE FITTINGS (SAE J534)
A. 1"
B. 3/8"
D. 3/16"
Hex size. 3/8" 
Material. 12L14
Zinc Finish. Yellow/Clear
Type. 45°

DRIVE FITTINGS (SAE J534)
A. 23/32"
B. 7/32"
D. 3/16"
Hex size. 3/8" 
Material. 12L14
Zinc Finish. Yellow/Clear
Type. 65°

GHD2546

DRIVE FITTINGS (SAE J534)
A. 37/64"
B. 7/32"
D. 3/8"
Major Diameter. 7/16"
Material. 12L14
Zinc Finish. Yellow/Clear
Type. Straight

DRIVE FITTINGS (SAE J534)
A. 37/64"
B. 7/32"
D. 3/8"
Major Diameter. 7/16"
Material. 12L14
Zinc Finish. Yellow/Clear
Type. Straight

For 3/16” Drill
For 3/16” Drill

For 3/8” Drill

For 3/8” Drill

H1 A5

DRIVE FITTINGS (DIN 71412)
A. 14 mm
B. 6 mm
C. 5 mm
Major Diameter. 7 mm
Material. 12L14
Zinc Finish. Yellow/Clear
Type. Straight

DRIVE FITTINGS (DIN 71412) 
A. 14 mm
B. 6 mm
C. 6 mm
Major Diameter. 8 mm
Material. 12L14
Zinc Finish. Yellow/Clear
Type. Straight

H1 A6 H1 A8

DRIVE FITTINGS (DIN 71412)
A. 14 mm
B. 6 mm
C. 8 mm
Major Diameter. 10 mm
Material. 12L14
Zinc Finish. Yellow/Clear
Type. Straight

DRIVE TYPE GREASE FITTINGS SAE J534

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. SHANK DIAMETER
α. ANGLE

MAJOR DIAMETER
A: OVERALL LENGTH
B: SHANK LENGTH
D: DRILL DIAMETER

MAJOR DIAMETER
A: OVERALL LENGTH
B: SHANK LENGTH
D: DRILL DIAMETER

MAJOR DIAMETER
A: OVERALL LENGTH
B: SHANK LENGTH
D: DRILL DIAMETER

MAJOR DIAMETER
A: OVERALL LENGTH
B: SHANK LENGTH
D: SHANK DIAMETER

MAJOR DIAMETER
A: OVERALL LENGTH
B: SHANK LENGTH
D: SHANK DIAMETER

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. SHANK DIAMETER
α. ANGLE
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H3 A8

DRIVE FITTINGS (SAE J534)
A. 18 mm
B. 5.5 mm
C. 8 mm
Hex size. 9 mm
Material. 12L14
Zinc Finish. Yellow/Clear
Type. 90°

H3 A10

DRIVE FITTINGS (DIN 71412)
A. 19 mm
B. 5.5 mm
C. 10 mm
Hex size. 11 mm 
Material. 12L14
Zinc Finish. Yellow/Clear
Type. 90°

H1 A10

DRIVE FITTINGS (DIN 71412)
A. 14 mm
B. 6 mm
C. 10 mm
Major Diameter. 12 mm
Material. 12L14
Zinc Finish. Yellow/Clear
Type. Straight

H2 A6

DRIVE FITTINGS (DIN 71412)
A. 24.5 mm
B. 5.5 mm
C. 6 mm
Hex size. 9 mm
Material. 12L14
Zinc Finish. Yellow/Clear
Type.45°

H2 A8

DRIVE FITTINGS (DIN 71412)
A. 23.5 mm
B. 6 mm
C. 8 mm
Hex size. 9 mm
Material. 12L14
Zinc Finish. Yellow/Clear
Type. 45°

DRIVE TYPE GREASE FITTINGS DIN 71412

MAJOR DIAMETER
A: OVERALL LENGTH
B: SHANK LENGTH
D: SHANK  DIAMETER

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C.SHANK LENGTH
α. ANGLE

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C.SHANK LENGTH
α. ANGLE

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. SHANK  LENGTH
α. ANGLE

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. SHANK LENGTH
α. ANGLE
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GH2054GH3054

METRIC THREADS (DIN 3405)
A. 9.2 mm
B. 6.1 mm
Angle. 120°
Hex size. 9 mm or 11 mm
THREAD. M 8x 1
Material. 12L14
Zinc Finish. Yellow/Clear

D1 M8 X 1

GHF1036

GREASE FITTINGS FLUSH TYPE - NON 
THREADED
A. 3/8"
B. 5/16"
C. 3/16"
Major diameter. 1/4"
MATERIALS AVAILABLE: STEEL 12L14
FINISH: ZINC YELLOW OR BLUE 

GHF1085

GREASE FITTINGS FLUSH TYPE - NON 
THREADED (DIN 3405)
A. 3/8"
B. 9/32"
C. 1/4"
Major diameter. 5/16"
MATERIALS AVAILABLE: STEEL 12L14
FINISH: ZINC YELLOW OR BLUE 

GREASE FITTINGS FLUSH TYPE - NON 
THREADED (DIN 3405)
A. 6.4 mm
B. 4.8 mm
C. 5 mm
Angle 120°
Major diameter. 6 mm
Material. 12L14
Zinc Finish. Yellow/Clear

D1 A5 BD6

STRAIGHT GREASE FITTINGS TYPE D1 A - NON 
THREADED (DIN 3405)
A. 7.9 mm
B. 5.3 mm
C. 6 mm
Angle 120°
Major diameter. 8 mm
Material. 12L14
Zinc Finish. Yellow/Clear

D1 A6

METRIC THREADS (DIN 
3405)
A. 9.2 mm
B. 6.1 mm
Angle. 120°
Hex size. 11 mm
Thread. M10x1
Material. 12L14
Zinc Finish. Yellow/Clear

D1 M10 X 1

METRIC THREADS (DIN 3405)
A. 8.2 mm
B. 5.6 mm
Angle. 120°
Hex size. 7 mm
Thread. M6x1.0
Material. 12L14
Zinc Finish. Yellow/Clear

 D1 M6 X 1

FLUSH TYPE GREASE FITTING

GREASE FITTINGS FLUSH TYPE - THREADED 
(DIN 3405)
A. 7/16"
B. 5/16"
Angle. 120°
Thread. 1/4 x 28 UNF 2A
Hex. size. 5/16"
MATERIALS AVAILABLE: STEEL 12L14
FINISH: ZINC YELLOW OR BLUE 

GHF1051 GHF3807

GREASE FITTINGS FLUSH TYPE - 
THREADED (DIN 3405)
A. 5/16"
B. 3/16"
Thread. 10-32 UNF 2A
Major Diameter. 1/4" (Slotted for �at screwdriver)
MATERIALS AVAILABLE: STEEL 12L14
FINISH: ZINC YELLOW OR BLUE 

METRIC THREADS (DIN 3405)
A. 8.2 mm
B. 5.6 mm
Angle. 120°
Hex size. 7 mm
Thread. M5x0.8
Material. 12L14
MATERIALS AVAILABLE: STEEL 12L14
FINISH: ZINC YELLOW OR BLUE 

D1 M5 X 0.8

For 1/4” Drill

For 3/16” Drill

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH MAJOR DIAMETER

A: OVERALL LENGTH
B: SHANK LENGTH
D: SHANK DIAMETER

MAJOR DIAMETER
A: OVERALL LENGTH
B: SHANK LENGTH
D: SHANK DIAMETER

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH

MAJOR DIAMETER
A: OVERALL LENGTH
B: SHANK LENGTH
D: SHANK DIAMETER

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH

MAJOR DIAMETER
A: OVERALL LENGTH
B: SHANK LENGTH
D: SHANKDIAMETER
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BUTTON HEAD GREASE FITTINGS

GH8000 x 1.25 SS

BUTTON HEAD (AMERICAN PIPE  THREADS) 
A. 39/64"
B. 25/64"
Head diameter. 3/8"
Hex.size. 5/8"
Thread type. 1/8 x 27 PTF
MATERIALS AVAILABLE: STEEL 12L14
FINISH: ZINC YELLOW OR BLUE 

GH1084 (1/8 x 27 PTF) GH1186 (1/4 x 18 PTF)

BUTTON HEAD ( AMERICAN PIPE  THREADS)
A. 27/32"
B. 29/64"
Head diameter. 35/64"
Hex.size. 5/8"
Thread type. 1/4 x 18 PTF
MATERIALS AVAILABLE: STEEL 12L14
FINISH: ZINC YELLOW OR BLUE 

M1 1/8 x 27 PTF

BUTTON HEAD (AMERICAN PIPE THREADS)
A. 11/16"
B. 1/4"
Head diameter. 5/8"
Hex.size. 17 mm
Thread type. 1/8 x 27 PTF
MATERIALS AVAILABLE: STEEL 12L14
FINISH: ZINC YELLOW OR BLUE 

AMERICAN PIPE THREADS 

 DIN  3404

METRIC THREADS

 DIN  3404

M1 M6 x 1

BUTTON HEAD DIN 3404
A. 17.5 mm
B. 6 mm
Head diameter. 16 mm
Hex.size. 17 mm
Thread type. M6 X 1.0
MATERIALS AVAILABLE: STEEL 12L14
FINISH: ZINC YELLOW OR BLUE 

M1 M8 x 1

BUTTON HEAD DIN 3404
A. 17.5 mm
B. 6 mm
Head diameter. 16 mm
Hex.size. 17 mm
Thread type. M8 X 1.0
MATERIALS AVAILABLE: STEEL 12L14
FINISH: ZINC YELLOW OR BLUE 

M1 M8 x 1.25

BUTTON HEAD DIN 3404
A. 17.5 mm
B. 6 mm
Head diameter. 16 mm
Hex.size. 17 mm
Thread type. M8 X 1.25
MATERIALS AVAILABLE: STEEL 12L14
FINISH: ZINC YELLOW OR BLUE 

M1 1/8 x 28 BSP

BUTTON HEAD DIN 3404
A. 17.5 mm
B. 6 mm
Head diameter. 16 mm
Hex.size. 17 mm
ACCORDING TO DIN 3404
MATERIALS AVAILABLE: STEEL 12L14
FINISH: ZINC YELLOW OR BLUE TRIVALENT (ALL 
FREE OF Cr6)

BSP THREAD

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
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M4 M10 x 1

BUTTON HEAD DIN 3404
A. 14 mm
B. 6 mm
Head diameter. 10 mm
Hex.size. 10 mm / 11 mm
Thread type. M10 X 1.0
MATERIALS AVAILABLE: STEEL 12L14
FINISH: ZINC YELLOW OR BLUE

M1 M10 x 1

BUTTON HEAD DIN 3404
A. 17.5 mm
B. 6 mm
Head diameter. 16 mm
Hex.size. 17 mm
Thread type. M10 X 1.0
MATERIALS AVAILABLE: STEEL 12L14
FINISH: ZINC YELLOW OR BLUE 

M1 M16 x 1.5

BUTTON HEAD DIN 3404
A. 17.5 mm
B. 6 mm
Head diameter. 16 mm
Hex.size. 17 mm
Thread type. M16X 1.5
MATERIALS AVAILABLE: STEEL 12L14
FINISH: ZINC YELLOW OR BLUE

M4 M6 x 1

BUTTON HEAD DIN 3404
A. 14 mm
B. 6 mm
Head diameter. 10 mm
Hex.size. 11 mm
Thread type. M6 X 1.0
MATERIALS AVAILABLE: STEEL 12L14
FINISH: ZINC YELLOW OR BLUE

METRIC THREADS

 DIN  3404

BUTTON HEAD GREASE FITTINGS

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
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AMERICAN  PIPE  THREADS THREAD 1/4 X 28 SAE LT (SAE J534)

STAINLESS STEEL GREASE FITTINGS

GH1052SS

THREAD 1/4 x 28 SAE LT (SAE J534)
A. 11/16" 
B. 11/32"
C. 13/64"
Hex size. 5/16"
Material. AISI 303 - AISI 316
Type. Straight

THREAD 1/4 x 28 SAE LT (SAE J534)
A. 35/64" 
B. 13/64"
C. 1/8"
Hex size. 5/16"
Material. AISI 303 - AISI 316
Type. Straight

SS

THREAD 1/4 x 28 SAE LT (SAE J534)
A. 15/16" 
B. 5/8"
C. 13/64"
Hex size. 5/16"
Material. AISI 303 - AISI 316
Type. Straight

SS

THREAD 1/4 x 28 SAE LT (SAE J534)
A. 13/16" 
B. 13/64"
C. 9/64"
Hex size. 3/8"
Material. AISI 303 - AISI 316
Type. 45°

GH3011SS

THREAD 1/4 x 28 SAE LT (SAE J534)
A. 3/4" 
B. 13/64"
C. 5/32"
Hex size. 3/8"
Material. AISI 303 - AISI 316
Type. 90°

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE
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STAINLESS STEEL GREASE FITTINGS
AMERICAN  PIPE  THREADS THREAD 1/8 X 27 PTF - 1/4 x 18 PTF (SAE J534)

GH1062SS

THREAD 1/8 x 27 PTF (SAE J534)
A. 21/32" 
B. 9/32"
C. 3/16"
Hex size. 7/16"
Material. AISI 303 - AISI 316
Type. Straight

GH1511SS

THREAD 1/8 x 27 PTF (SAE J534)
A. 29/32" 
B. 19/64"
C. 7/32"
Hex size. 7/16"
Material. AISI 303 - AISI 316
Type. 30°

GH2088SS

THREAD 1/8 x 27 PTF (SAE J534)
A. 55/64" 
B. 19/64"
C. 7/32"
Hex size. 7/16"
Material. AISI 303 - AISI 316
Type. 45°

GH2512SS

THREAD 1/8 x 27 PTF (SAE J534)
A. 55/64" 
B. 19/64"
C. 7/32"
Hex size. 7/16"
Material. AISI 303 - AISI 316
Type. 65°

GH3013SS

THREAD 1/8 x 27 PTF 
(SAE J534)
A. 27/32" 
B.19/64"
C. 7/32"
Hex size. 7/16"
Material. AISI 303 - AISI 316
Type. 90°

AMERICAN  PIPE  THREADS

H1 ¼ x 28 SS

THREAD 1/4 x 28 SAE LT (DIN 71412)
A. 13.5 mm 
B. 4.5 mm
C. 3 mm
Hex size. 7 mm
Material. AISI 303 - AISI 316
Type. Straight

THREAD 1/4 X 28 SAE LT(DIN 71412)

H3 ¼ x 28 SS

THREAD 1/4 x 28 SAE LT (DIN 71412)
A. 18 mm 
B. 5.5 mm
C. 4 mm
Hex size. 9 mm
Material. AISI 303 - AISI 316
Type. 90°

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

GH1027SS

THREAD 1/4 x 18 PTF (SAE J534)
A. 7/8" 
B. 27/64"
C. 5/16"
Hex size. 9/16"
Material. AISI 303 - AISI 316
Type. Straight

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
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STAINLESS STEEL GREASE FITTINGS

METRIC THREADS THREAD M6 X1.0 -  (SAE J534)

GH6000SS

METRIC THREADS (SAE J534) - M6 x 1.0
A. 39/64"
B. 15/64"
C. 5/32"
Hex size. 7 mm
Material. AISI 303 - AISI 316
Type. Straight

GH6045SS

METRIC THREADS (SAE J534) -  M6 x 1.0
A. 31/32"
B. 13/64"
C. 5/32"
Hex size. 9 mm
Material. AISI 303 - AISI 316
Type. 45°

GH6090SS

METRIC THREADS (SAE J534) -  M6 x 1.0
A. 45/64"
B. 13/64"
C. 5/32"
Hex size. 9 mm
Material. AISI 303 - AISI 316
Type. 90°

GH8000SS

METRIC THREADS (SAE J534) -  M8 x 1,0 
A. 21/32"
B. 15/64"
C. 5/32"
Hex size. 9 mm
Material. AISI 303 - AISI 316
Type. Straight

                                    THREADS M8 x 1.0 / M8  X 1.25 - (SAE J534) 

GH8000 x 1.25 SS

METRIC THREADS (SAE J534) -   M8 x 1.25
A. 21/32"
B. 15/64"
C. 5/32"
Hex size. 9 mm
Material. AISI 303 - AISI 316
Type. Straight

GH8045 x 1.25 SS

METRIC THREADS (SAE J534) -  M8 x 1.25
A. 31/32"
B. 13/64"
C. 5/32"
Hex size. 9 mm
Material. AISI 303 - AISI 316
Type. 45°

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
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25

GH1020 GH 8090SS

METRIC THREADS (SAE J534) -  M8 x 1,0 
A. 45/64"
B. 13/64"
C. 5/32"
Hex size. 9 mm
Material. AISI 303 - AISI 316
Type. 90°

GH 8090 X 1.25 SS

METRIC THREADS (SAE J534) - M8 x 1.25
A. 45/64"
B. 13/64"
C. 5/32"
Hex size. 9 mm
Material. AISI 303 - AISI 316
Type. 90°

METRIC THREADS THREADS M8 X1.0 / M8X1.25 - (SAE J534) 

STAINLESS STEEL GREASE FITTINGS

GH9000SS

METRIC THREADS (SAE J534) -  M10 x 1.0
A. 21/32"
B. 15/64"
C. 5/32"
Hex size. 11 mm
Material. AISI 303 - AISI 316
Type. Straight

GH9045SS

METRIC THREADS (SAE J534) M10 x 1.0
A. 59/64"
B. 13/64"
C. 5/32"
Hex size. 11 mm
Material. AISI 303
Type. 45°

GH9090SS

METRIC THREADS (SAE J534) -  M10 x 1.0
A. 3/4"
B. 13/64"
C. 5/32"
Hex size. 11 mm
Material. AISI 303 - AISI 316
Type. 90°

THREAD M10 X 1.0 - (SAE J534) 

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE
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H1 M5 x 0.8 SS

METRIC THREADS (DIN 71412) - M5 X 0.8
A. 13.5 mm 
B.  4.5 mm
C. 3 mm
Hex size. 7 mm
Material. AISI 303 - AISI 316
Type. Straight

STAINLESS STEEL GREASE FITTINGS
METRIC THREADS   THREAD M5 X 0.8 - (DIN 71412) 

H1 M6 x 1 SS

METRIC THREADS (DIN 71412) - M6 X 1.0
A. 15 mm 
B. 6 mm
C. 4 mm
Hex size. 7 mm
Material. AISI 303 - AISI 316
Type. Straight

THREADS M6 X 1.0/M8 X 1.0  - (DIN 71412) 

METRIC THREADS (DIN 71412) -  M6  X 1.0
A. 23 mm 
B. 5.5 mm
C. 4 mm
Hex size. 9 mm
Material. AISI 303 - AISI 316
Type. 45°

H2 M6 x 1 SSGH1012H1 M6 x 1 GL 8.5 SS

METRIC THREADS (DIN 71412) - M6 X 1.0
A. 18 mm 
B. 9 mm
C. 8.5 mm
Hex size. 7 mm
Material. AISI 303 - AISI 316
Type. Straight

H3 M6 x 1 SS

METRIC THREADS (DIN 71412) - M6 X 1.0
A. 18 mm 
B. 5.5 mm
C. 4 mm
Hex size. 9 mm
Material. AISI 303 - AISI 316
Type. 90°

 H1 M8 x 1 SS

METRIC THREADS (DIN 71412) -  M8 X 1.0
A. 16 mm 
B. 6 mm
C. 4 mm
Hex size. 9 mm
Material. AISI 303 - AISI 306
Type. Straight

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
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METRIC THREADS  THREADS M8 x 1.0 / M8 X 1.25  - (DIN 71412) 

STAINLESS STEEL GREASE FITTINGS

METRIC THREADS (DIN 71412) - M8 X 1.25
A. 16 mm 
B. 6 mm
C. 4 mm
Hex size. 9 mm
Material. AISI303 - AISI 316
Type. Straight

H1 M8 x 1.25SS H2 M8 x 1 SS

METRIC THREADS (DIN 71412) - M8 X 1.0
A. 23 mm 
B. 5.5 mm
C. 4 mm
Hex size. 9 mm
Material. AISI 3030-  AISI 316
Type. 45°

H2 M8 x 1.25 SS

METRIC THREADS (DIN 71412) -  M8 x 1.25
A. 23 mm 
B. 5.5 mm
C. 4 mm
Hex size. 9 mm
Material. AISI 3030-  AISI 316
Type. 45°

H3 M8 x 1 SS

METRIC THREADS (DIN 71412) -  M8 x 1.0
A. 18 mm 
B. 5.5 mm
C. 4 mm
Hex size. 9 mm
Material. AISI 303 - 316
Type. 90°

H3 M8 x 1.25 SS

METRIC THREADS (DIN 71412) -  M8 x 1.25
A. 18 mm 
B. 5.5 mm
C. 4 mm
Hex size. 9 mm
Material. AISI 303 - 316
Type. 90°

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE
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STAINLESS STEEL GREASE FITTINGS
METRIC THREADS

THREADS M10 X 1.0 / M10 X 1.25 / M10 X 1.5 -  (DIN 71412) 

H1 M10 x 1 SS

METRIC THREADS (DIN 71412) - M10 X 1.0
A. 16 mm  
B. 6 mm
C. 4 mm
Hex size. 11 mm
Material. AISI 303 - AISI 316
Type. Straight

H1 M10 x 1.25 SS

METRIC THREADS (DIN 71412)  - M10 X 1.25
A. 16 mm 
B. 6 mm
C. 4 mm
Hex size. 11 mm
Material. AISI 303 - AISI 316
Type. Straight

H1 M10 x 1.5 SS

METRIC THREADS (DIN 71412) - M10 X 1.5
A. 16 mm 
B. 6 mm
C. 4 mm
Hex size. 11 mm
Material. AISI 303 - AISI 316
Type. Straight

H2 M10 x 1 SS

METRIC THREADS (DIN 71412)  - M10 X 1.0
A. 24 mm 
B. 5.5 mm
C. 4 mm
Hex size. 11 mm
Material. AISI 303 - AISI 316
Type. 45°

H2 M10 x 1.25 SS

METRIC THREADS (DIN 71412) - M10 X 1.25 
A. 24 mm 
B. 5.5 mm
C. 4 mm
Hex size. 11 mm
Material. AISI 303 - AISI 316
Type. 45°

H2 M10 x 1.5 SS

METRIC THREADS (DIN 71412) - M10 X 1.5
A. 24 mm 
B. 5.5 mm
C. 4 mm
Hex size. 11 mm
Material. AISI 303 - AISI 316
Type. 45°

H3 M10 x 1 SS

METRIC THREADS (DIN 71412) - M10 X 1.0
A. 19 mm 
B. 5.5 mm
C. 4 mm
Hex size. 11 mm
Material. AISI 303 - AISI 316
Type. 90°

H3 M10 x 1.25 SS

METRIC THREADS (DIN 71412) - M10 X 1.25
A. 19 mm 
B. 5.5 mm
C. 4 mm
Hex size. 11 mm
Material. AISI 303 - AISI 316
Type. 90°

H3 M10 x 1.5 SS

METRIC THREADS (DIN 71412)  - M10 X 1.5
A. 19 mm 
B. 5.5 mm
C. 4 mm
Hex size. 11 mm
Material. AISI 303 - AISI 316
Type. 90°

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE
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STAINLESS STEEL GREASE FITTINGS
METRIC THREADS   THREADS M12 x 1.0 / M12 X 1.5 - (DIN 71412)

H1 M12 x 1 SS

METRIC THREADS (DIN 71412) -  M12 X 1.0
A. 16 mm 
B. 6 mm
C. 4 mm
Hex size. 14 mm
Material. AISI 303 - AISI 316
Type. Straight

H2 M12 x 1 SS

METRIC THREADS (DIN 71412) -  M12 X 1.0
A. 27 mm 
B. 5.5 mm
C. 4 mm
Hex size. 14 mm
Material. AISI 303 - 316
Type. 45°

H2 M12 x 1.5 SS

METRIC THREADS (DIN 71412) - M12 X 1.5
A. 28 mm 
B. 7 mm
C. 5.5 mm
Hex size. 14 mm
Material. AISI 303 - 316
Type. 45°

GH1 M6 x 0.75H3 M12 x 1 SS

METRIC THREADS (DIN 71412) - M12 x 1.0
A. 21 mm 
B. 5.5 mm
C. 4 mm
Hex size. 14 mm
Material. AISI 303 - 316
Type.  90°

METRIC THREADS (DIN 71412) - M12 x 1.5
A. 23 mm 
B. 7 mm
C. 5.5 mm
Hex size. 14 mm
Material. AISI 303 - 316
Type. 90°

H3 M12 x 1.5 SS

H1 A6 SS

DRIVE FITTINGS (DIN 71412)
A. 14 mm
B. 6 mm
C. 6 mm
Major Diameter. 8 mm
Material. AISI 303 / AISI 316
Type. Straight

DRIVE FITTINGS (DIN 71412)
A. 14 mm
B. 6 mm
C. 10 mm
Major Diameter. 12 mm
Material. AISI 303 - AISI 316
Type. Straight

H1 A10 SS

DRIVE TYPE GREASE FITTINGS

DRIVE FITTINGS (DIN 71412)
A. 14 mm
B. 6 mm
C. 8 mm
Major Diameter. 10 mm
Material. AISI 303 / AISI 316
Type. Straight

H1 A8 SS

MAJOR DIAMETER
A: OVERALL LENGTH
B: SHANK LENGTH
C: SHANK DIMETER

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
α. ANGLE

MAJOR DIAMETER
A: OVERALL LENGTH
B: SHANK LENGTH
C: SHANK DIMETER

MAJOR DIAMETER
A: OVERALL LENGTH
B: SHANK LENGTH
C: SHANK DIMETER
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METRIC THREADS (DIN 3405) - THREADED
A. 8.2 mm
B. 5.6 mm
Angle. 120°
Hex size. 7 mm
Thread. M6x1.0
Material. AISI 303 - AISI 316

D1 M6 SS

M1 M6 x 1 SS

BUTTON HEAD DIN 3404
A. 17.5 mm
B. 6 mm
Head diameter. 16 mm
Hex.size. 17 mm
Thread type. M6 X 1.0
Material. AISI 303 - AISI 316

FLUSH TYPE GREASE FITTING

STRAIGHT GREASE FITTINGS TYPE D1 A - 
NON THREADED (DIN 3405)
A. 7.9mm
B. 5.3 mm
C. 6 mm
Angle 120°
Major diameter. 8 mm
Material. AISI 303 - AISI 316

D1 A6 SS

STAINLESS STEEL GREASE FITTINGS

BUTTON HEAD METRIC THREAD

 DIN  3404

MAJOR DIAMETER
A: OVERALL LENGTH
B: SHANK LENGTH
C: SHANK DIMETER

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
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M1 M8 x 1 SS

BUTTON HEAD DIN 3404
A. 17.5 mm
B. 6 mm
Head diameter. 16 mm
Hex.size. 17 mm
Thread type. M8 X 1.0
Material. AISI 303 - AISI 316

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH

M1 M10 x 1 SS

BUTTON HEAD DIN 3404
A. 17.5 mm
B. 6 mm
Head diameter. 16 mm
Hex.size. 17 mm
Thread type. M10 X 1.0
Material. AISI 303 - AISI 316

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
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GH321839

A. 1/2"
Pressure (PSI):
Min. 1
Max. 5
MATERIALS AVAILABLE: STEEL 12L14
FINISH: ZINC YELLOW OR BLUE 

RELIEF FITTINGS AMERICAN PIPE THREADS 1/8 x 27 PTF 

DRIVE FITTING

For 3/8” Drill

GH47200

A. 1/2"
B. 19/64"
Pressure (PSI):
Min. 1.0 
Max. 5.0
Hex.size. 7/16"
Thread type. 1/8 x 27 PTF
MATERIALS AVAILABLE: STEEL 12L14
FINISH: ZINC YELLOW OR BLUE 

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH

GH317400

A. 1/2"
B. 19/64"
Pressure (PSI):
Min. 0.25
Max. 1.0
Hex.size. 7/16"
Thread type. 1/8 x 27 PTF
MATERIALS AVAILABLE: STEEL 12L14
FINISH: ZINC YELLOW OR BLUE 

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH

A.OVERALL LENGTH 
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GH47640

A. 1/2"
B. 19/64"
Pressure (PSI):
Min. 7.5
Max. 15
Hex.size. 7/16"
Thread type. 1/8 x 27 PTF
MATERIALS AVAILABLE: STEEL 12L14
FINISH: ZINC YELLOW OR BLUE 

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH



GHS M6 x 1 L30

Metric bleeder
Thread type. M6 x 1
A. 30 mm
B. 18 mm
C. 10 mm 
Hex size. 7 mm
MATERIALS AVAILABLE: STEEL 12L14
FINISH: ZINC YELLOW OR BLUE 

BLEEDERS SCREW

GHS M7 x 1 L31

Metric bleeder
Thread type. M8 x 1
A. 28 mm
B. 17.5 mm
C. 10 mm 
Hex size. 7 mm
MATERIALS AVAILABLE: STEEL 12L14
FINISH: ZINC YELLOW OR BLUE 

GHS M8 x 1 L28

GHS M8 x 1 L31

Metric bleeder
Thread type. M8 x 1
A.  31 mm
B. 20 mm
C. 10 mm 
Hex size. 5/16"
MATERIALS AVAILABLE: STEEL 12L14
FINISH: ZINC YELLOW OR BLUE 

GHS M10 x 1 L36

Metric bleeder
Thread type. M10 x 1
A. 36 mm
B. 22.5 mm
C. 10 mm 
Hex size. 11 mm
MATERIALS AVAILABLE: STEEL 12L14
FINISH: ZINC YELLOW OR BLUE 

GHS M10 x 1.5 L36

Metric bleeder
Thread type. M10 x 1.5
A. 36 mm
B. 23.5 mm
C. 10 mm 
Hex size. 11 mm
MATERIALS AVAILABLE: STEEL 12L14
FINISH: ZINC YELLOW OR BLUE 

METRIC BLEEDERS

Metric bleeder
Thread type. M7x 1
A. 31 mm
B. 19 mm
C. 10 mm 
Hex size. 7 mm
MATERIALS AVAILABLE: STEEL 12L14
FINISH: ZINC YELLOW OR BLUE 

A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH

HEX. SIZE

A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH

HEX. SIZE

A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH

HEX. SIZE
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BLEEDERS SCREW STANDARD BLEEDERS UNF THREADS

GHS 5/16 x 24 L27 GHS 3/8 x 24 L29 GHS 3/8 x 24 L37

GHS 7/16 x 20 L37

Standard bleeder
Thread type 3/8 x 24 UNF
A. 29 mm
B. 17.5 mm
C. 10 mm 
Hex size. 3/8"
MATERIALS AVAILABLE: STEEL 12L14
FINISH: ZINC YELLOW OR BLUE 

Standard bleeder
Thread type 3/8 x 24 UNF
A. 37 mm
B. 25.8 mm
C. 10 mm 
Hex size. 3/8"
MATERIALS AVAILABLE: STEEL 12L14
FINISH: ZINC YELLOW OR BLUE 

Standard bleeder
Thread type. 7/16 x 20 UNF
A. 37 mm
B. 24.3 mm
C. 11 mm 
Hex size. 11 mm
MATERIALS AVAILABLE: STEEL 12L14
FINISH: ZINC YELLOW OR BLUE TRIVALENT (ALL 
FREE OF Cr6)

GHS 7/16 x 24 L37

Standard bleeder
Thread type. 7/16 x 24 UNF
A. 37 mm
B. 24.3 mm
C. 11 mm 
Hex size. 11 mm
MATERIALS AVAILABLE: STEEL 12L14
FINISH: ZINC YELLOW OR BLUE TRIVALENT (ALL 
FREE OF Cr6)

ELBOW ADAPTERS STANDARD ADAPTERS
THREAD 1/4 X 28 SAE LT

STANDARD ADAPTERS THREAD 1/4"-28 SAE LT
A. 3/4"
B. 13/64"
C. 1/8" - 27 NPTF (f )
Hex.size. 1/2" 
Type. Straight
MATERIALS AVAILABLE: STEEL 12L14
FINISH: ZINC YELLOW OR BLUE

GH51942 GH310912

STANDARD ADAPTERS THREAD 1/4"-28 SAE LT
A. 13/16"
B. 13/64"
C. 1/8" - 27 NPTF (f )
Hex.size. 1/2" (SQ) x 9/16" (RD)
Type. 45°
MATERIALS AVAILABLE: STEEL 12L14
FINISH: ZINC YELLOW OR BLUE 

Standard bleeder
Thread type. 5/16 x 24 UNF
A. 27 mm
B. 17.5 mm
C. 8 mm 
Hex size. 3/8" or 5/16"
MATERIALS AVAILABLE: STEEL 12L14
FINISH: ZINC YELLOW OR BLUE 

A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH

HEX. SIZE A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH

HEX. SIZE

A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH

HEX. SIZE

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD TYPE (F)

A.OVERALL LENGTH 
B. THREAD LENGTH
C. THREAD TYPE (F)
α. ANGLE 
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STANDARD ADAPTERS THREAD 1/8 X 27 PTF

GH43706 GH43716 GH43761

THREAD 1/8"-27 PTF SAE SHORT
A. 1-1/8"
B. 17/32"
C. 17/64" - 
D. 1/8" - 27 NPTF (f )
Hex.size. 1/2" (SQ) 
Type. 90°
MATERIALS AVAILABLE: STEEL 12L14
FINISH: ZINC YELLOW OR BLUE 

 THREAD 1/8"-27 PTF SAE SHORT
A. 1"
B. 7/32"
C. 1/8" - 27 NPTF (f )
Hex.size. 1/2" (SQ) x 9/16" (RD)
Type. 45°
MATERIALS AVAILABLE: STEEL 12L14
FINISH: ZINC YELLOW OR BLUE 

THREAD 1/8"-27 PTF SAE SHORT
A. 3/4"
B. 9/32"
C. 3/16" - 27 NPTF (f )
D. 1/8" - 27 NPTF (f )
Hex.size. 1/2" 
Type. Straight
MATERIALS AVAILABLE: STEEL 12L14
FINISH: ZINC YELLOW OR BLUE 

STANDARD ADAPTERS THREAD 7/16 - 27 UNS - 2A

GH305859

THREAD 7/16"-27 UNS-2A
A. 25/32"
B. 13/64"
C. 1/8" - 27 NPTF (f )
Hex.size. 9/16" 
Type. Straight
MATERIALS AVAILABLE: STEEL 12L14
FINISH: ZINC YELLOW OR BLUE 

ELBOW ADAPTERS

A.OVERALL LENGTH 
B. THREAD LENGTH
C. THREAD TYPE (F)
α. ANGLE

METRIC THREAD ADAPTERS

GHMET 8mm GHMET 10mm

METRIC THREAD ADAPTERS M6 X 1.0
A. 7/16"
B. 1/4"-28 UNF (f )
Hex.size. 9 mm 
Type. Straight
MATERIALS AVAILABLE: STEEL 12L14
FINISH: ZINC YELLOW OR BLUE 

METRIC THREAD ADAPTERS M8 X 1.0
A. 29/64"
B.  1/4"-28 UNF (f )
Hex.size. 3/8" 
Type. Straight
MATERIALS AVAILABLE: STEEL 12L14
FINISH: ZINC YELLOW OR BLUE 

GHMET 6mm

METRIC THREAD ADAPTERS - M10 X 1.0
A. 5/16"
B. 1/4"-28 UNF (f )
Hex.size. 7/16" 
Type. Straight
MATERIALS AVAILABLE: STEEL 12L14
FINISH: ZINC YELLOW OR BLUE 

A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
D. THREAD TYPE (F)

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
D. THREAD TYPE (F)

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD TYPE (F)

B

HEX. SIZE
A.OVERALL LENGTH 
B. THREAD TYPE (F)

B

HEX. SIZE
A.OVERALL LENGTH 
B. THREAD TYPE (F)

B

HEX. SIZE
A.OVERALL LENGTH 
B. THREAD TYPE (F)
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GHF3808 SLOTTED

GREASE PLUGS

THREAD 1/4 x 28 SAE LT 
A. 5/16"
B. 3/16"
C. 1/8"
Hex.size. 5/16" (Slotted for �at screwdriver)
MATERIALS AVAILABLE: STEEL 12L14
FINISH: ZINC YELLOW OR BLUE 

GHF1050

1/4 x 28 THREAD FORMING 
A. 5/16"
B. 13/64"
C. 1/8"
Hex.size. 7 mm
MATERIALS AVAILABLE: STEEL 12L14
FINISH: ZINC YELLOW OR BLUE 

THREAD 1/4 X 28 SAE LT

1/4 X 28 THREAD FORMING

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH

HEX. SIZE
A.OVERALL LENGTH 
B.SHANK LENGTH
C. THREAD LENGTH
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SC-CER231051

Golden Hawk Industries S.A.S. Vereda Belén, Km 38 + 200 Metros, 
Autopista Medellín - Bogotá, Municipio de Marinilla - Antioquia - Colombia - Suramérica
e-mail: produccion@goldenhawk.com.co  * www.goldenhawk.com.co

U.S.A Distribution center contact
Lubrication Components.
8572 North West 56th Street Miami, Fl, 33166 U.S.A
O�ce: +1 (305) 418-9510
Email:sales@lubricom.com *www.lubricom.com


